750 Gallon Lowboy Septic Tank

Weight: 5600 Ibs.
ltem # 2024 Reqular Duty
ltem # 2128 H-20
General Notes:
- 8-0 = Concrete Specifications:
All Tanks come with (3) Inlets with 1) 4000 psi @ 28 Days
Po\y Lok P\pe Seaqls 2) 47%—6% Entrained Air
ank Penetrations are integrally cas
3) Tank Penetrati int I t
‘ ] = 4) Designed for HS—10 Wheel Loading
N*’W fffffffffffffffffffffffffffffffffffffffff - 5) All joints sealed with butyl rubber
} \ 1] 233"¢ Center cover, \ } joint sealant
\ 1] 20"¢ clear opening. \ _ _
\ ‘ 11| ‘ \ Septic Tank Information:
\‘ M | \ 1) Tanks Should be
\ ‘ I ‘ \ pumped every 3—5 years
14— 1] — ! 2) Center access covers should have
o HS ‘ Nl i‘ risers to bring cover access to grade.
54 [ ‘ 1 \‘ 3) Tanks can be vacuum tested at an
= — additional cost.
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\ Typical all covers. AN
\‘ 1 ‘\ 11" X 13" Cleanout cover
l}‘ 111 LJ at each end of tank.
-t 8” X 10" clear opening.
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Plan View
—— »‘ |~— 8 7/8"
| — — 4” PVC coupling accepts
y S | \ SCH 40, SDR 35 or S&D.
All pipe types should be
| 7 3/ fre
glued.
P Liquid Level
4'—1"
, Y . L om Effluent filter
3-31/2 * 2-8 installed on outlet.  3'_g 1/2"
, , Concrete baffle cast Remove, clean and
-6 1/2 integrally with tank Y reinstall every time
* cover. r 41/2 tank is pumped.
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American Concrete Industries

1022 Minot Ave.
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Auburn, ME 1717 Stillwater Ave.
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